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For the fastest response to your Southwire SPEEDMC™ Solutions inquiry please 
contact your local Southwire representative.
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LEARN MORE

SPEEDMCSPEEDMC™ ™ SOLUTIONSSOLUTIONS

Phase SizePhase Size 14, 12, 10, 8, 6, 4, 3, 2  AWG Copper14, 12, 10, 8, 6, 4, 3, 2  AWG Copper 12, 10 AWG Copper Stranded

ColorsColors
Phases: BLACK, RED, BLUE, BROWN, ORANGE, YELLOW, PINK, PURPLE, TANPhases: BLACK, RED, BLUE, BROWN, ORANGE, YELLOW, PINK, PURPLE, TAN Phases: BLACK, RED, BROWN, ORANGE

Neutrals: WHITE, WHITE-BLACK, WHITE-BLUE, WHITE-RED, GRAY, Neutrals: WHITE, WHITE-BLACK, WHITE-BLUE, WHITE-RED, GRAY, 
GRAY-BROWN, GRAY-ORANGE, GRAY-YELLOW, GRAY-PURPLEGRAY-BROWN, GRAY-ORANGE, GRAY-YELLOW, GRAY-PURPLE

Neutrals: WHITE, GRAY

GroundsGrounds
Bare or Insulated Copper: SOL or STR: Bare or Insulated Copper: SOL or STR: 

14, 12, 10, STR 8, 6, 4, 3, 214, 12, 10, STR 8, 6, 4, 3, 2
Bare Aluminum: Bare Aluminum: 
SOL 12, 10, 8SOL 12, 10, 8

Green Insulated Copper: 12,10 AWG Copper Stranded

Insulation TypeInsulation Type THHNTHHN XHHWXHHW

Conductor SizeConductor Size Max # of Conductors based on AWGMax # of Conductors based on AWG Conductor Size Max # of Conductors based on AWG

14, 12, 10 AWG14, 12, 10 AWG 21 CONDUCTORS (INCLUDES GROUND WIRE)21 CONDUCTORS (INCLUDES GROUND WIRE) 12, 10 AWG 7 Conductors (includes ground wire)

8 AWG8 AWG 11 C11 Conductorsonductors  (includes ground wire)(includes ground wire)

6 AWG6 AWG 9 C9 Conductors (includes ground wire)onductors (includes ground wire)

4 AWG4 AWG 6 C6 Conductorsonductors  (includes ground wire)(includes ground wire)

3 AWG3 AWG 5 C5 Conductors (includes ground wire)onductors (includes ground wire)

2 AWG2 AWG 5 C5 Conductorsonductors  (includes ground wire)(includes ground wire)

TYPE of MCTYPE of MC MCMC
MCAP MCAP 

(14-8 AWG only)(14-8 AWG only)
MCAP-HCF MCAP-HCF 

(14-8 AWG only)(14-8 AWG only)
MC MC-PCS

Construction TypeConstruction Type

NPP - Neutral Per Phase (14-8 AWG only) NPP - Neutral Per Phase (14-8 AWG only)

MN - Multi-NeutralMN - Multi-Neutral MN - Multi-NeutralMN - Multi-Neutral

ON - Oversized NeutralON - Oversized Neutral ON - Oversized NeutralON - Oversized Neutral

IG - Isolated Ground(s)IG - Isolated Ground(s)

PCS - Power & Control/Signal (14-10 AWG only)PCS - Power & Control/Signal (14-10 AWG only) PCS - Power & Control/Signal (14-10 AWG only)PCS - Power & Control/Signal (14-10 AWG only)

Multi-CircuitMulti-Circuit Multi-CircuitMulti-Circuit

Armor TypeArmor Type Aluminum and SteelAluminum and Steel Aluminum or SteelAluminum or Steel

PackagingPackaging Reels and Coils - Minimum Length = 100'Reels and Coils - Minimum Length = 100' Reels or Coils - Minimum Length = 100'Reels or Coils - Minimum Length = 100'

                Minimum Order Quantity is 1,000'                Minimum Order Quantity is 1,000'
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